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and second vertically spaced apart branches projecting over
the stand where the first and second branches are situated in a
vertical plane that bisects the space between the legs of the
stand, a handle pivotally attached to the first branch and a fowl
supporting saddle attached to the second branch.
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1
ROASTING RACK

FIELD OF THE INVENTION

The present invention relates to a device for supporting
fowl in an oven or grill during the cooking process.

BACKGROUND OF THE INVENTION

Birds, such as chickens and turkeys, are most often roasted
in a pan where the flat back of the bird rests on the bottom of
the pan and the breast of the bird faces upwardly. In this
position the meat juices tend to move downwardly toward the
back and into the roasting pan. Accordingly, it is the primary
object of the present invention to provide a holding rack that
positions the bird upside down for cooking, allowing the
juices to run into the breast instead of away from it. Additional
advantages of the rack of the present invention include cook-
ing the bird in the air and not in the fat. Basting is not required
because the bird browns evenly.

SUMMARY OF THE INVENTION

The roasting rack of the present invention comprises a
horizontally disposed stand having interconnected and
spaced apart legs, a vertically disposed post supported by the
stand, where the post has first and second vertically spaced
apart and superimposed branches that project over the legs of
the stand.

DESCRIPTION OF THE DRAWINGS

FIG. 1 is a side view of the roasting rack as it would appear
holding a turkey.

FIG. 2 is a perspective view of the roasting rack of the
present invention.

FIG. 3 is a side view of the rack.

FIG. 4A is a top view of the stand.

FIG. 4B is a side view of the stand.

FIG. 5A is a side view of a portion of the vertical support
wire post having a bent portion that carries a handle, as shown
in FIG. 7.

FIG. 5B is a side view of a portion of the vertical support
wire post having a bent portion that carries the bird supporting
saddle, as shown in FIG. 7.

FIG. 6A is a top view of the bird supporting saddle.

FIG. 6B is a cross sectional view taken along lines 6B of
FIG. 6A.

FIG. 7 is a side view of the vertically superimposed
branches of the supporting post.

DETAILED DESCRIPTION OF PREFERRED
EMBODIMENT

The roasting rack 2 of the present invention is shown in
FIGS. 1 and 2. FIG. 1 is illustrative of the stand supporting a
turkey 3 that is held upside down by the roasting rack. In order
to support a weight of twenty five to thirty pounds, the basic
elements are preferably constructed of stainless steel rod or
wire having a diameter in the order of %6 of an inch. A
horizontally positioned stand 5 for the rack includes a U
shaped base having mutually parallel spaced apart legs 6 and
8 that are integrally interconnected by bar 10. A rigid mount-
ing sleeve 12 is fixedly secured to the midpoint of the bar 10
so that the longitudinal axis of the sleeve is vertical and

10

15

20

25

30

35

40

45

50

55

60

65

2

perpendicular to the bar 10. The central opening 14 through
the sleeve is shaped to accept the supporting post 15 of the
rack.

In the preferred embodiment of the invention the bird 3 to
beroasted is supported by one substantially horizontal branch
20 of the supporting post 15 which is bent from and is integral
with a circular rod 17 forming one half of the vertically
disposed post 15. Mounted on the top side of the branch 20 is
a bird supporting saddle 22 which in intended to make broad
contact with the interior of the bird and provide sufficient
support so that the bird will not tend to rotate on the rod that
comprises the branch 20.

Superimposed over the bird carrying branch 20 of the rack
is a handle mounting branch 24 which is bent substantially
horizontally from a rod 19 forming the other half of the post
15. Both the rod 24 and the rod 20 are located in a vertical
plane 25 that bisects the space between the stand legs 6 and 8.
The branch 24 carries a handle 30 that is attached to the
branch rod 24 by circular wire wraps 26 and 28 that are
loosely arranged around the branch rod so as to allow the
handle to rotate around the branch, as indicated by the arrows
33 in FIG. 7. One end 27 of the wire wrap 28 protrudes away
from the rod 24 and acts as a stop for the rotation of the handle
where it may reside over the breast of the bird, as shown in
FIG. 2 or be raised into a carrying position, as shown in FIGS.
1 and 3. The handle branch 24 is positioned directly over the
bird holding branch 20 in order to balance the load when in
the carrying mode.

For convenience in storing the roasting rack, the post 15
and its integral branches 20 and 24 are preferably detachable
from the stand 5. In order to use the rack, the post 15 is
inserted into the central opening 14 of the sleeve 12. When
inserted, an aperture 35 in the post 15 comes into alignment
with aligned apertures 36 and 37 in the sleeve 12. The shaft of
apin 40 is inserted into the aligned apertures to secure the post
15 to the stand 5. After use, the pin 40 can be removed so that
the two elements of the rack may be separated and positioned
together in a single plane for compact storage.

What is claimed is:

1. A roasting rack comprising,

a horizontally disposed stand having interconnected and
spaced apart legs,

a sleeve vertically attached to the midpoint of said stand,
said sleeve comprising a vertical central opening and a
horizontal side opening intersecting said vertical central
opening,

a vertically disposed post inserted in said central opening,
said post having a first vertical rod bent laterally into a
first horizontally disposed branch and a second vertical
rod bent laterally into a second horizontally disposed
branch wherein said first rod comprises a first notch and
said second rod comprises a second notch facing said
first notch, and

a pin inserted through said side opening and between said
first and second notch such that said post is anchored in
said sleeve,

a fowl supporting saddle carried by the second branch; and
a handle pivotally attached to said first branch by a first
and second wire wrap; wherein said first wire wrap
protrudes away from said first branch to act as a stop for
the rotation of said handle such that said handle may
reside in a horizontally disposed orientation said saddle
being made of a planar sheet of material bent into a
downwardly facing longitudinal open curve around said
second branch.
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2. The roasting rack of claim 1 where the first and second
branches are situated in a vertical plane that bisects the space
between the legs of the stand.

3. The roasting rack of claim 1 where the vertically dis-
posed post is detachably connected to the stand. 5
4. The roasting rack of claim 1 wherein said stand is made
from a stainless steel rod with a diameter of % inch or

greater.

5. The roasting rack of claim 1 wherein said saddle has a
narrow end near said post and a wide end away from said post. 10
6. The roasting rack of claim 1 wherein said legs are

splayed open.

7. The roasting rack of claim 1 wherein said first vertical
rod and said second vertical rod have the same diameter, the
horizontal width of said vertical opening is equal to or greater 15
than said rod diameter, and the horizontal length of said
vertical opening is equal to or greater than twice said rod
diameter.

8. The roasting rack of claim 1 wherein said first vertical
rod and said second vertical rod are bonded to each other. 20
9. The roasting rack of claim 1 wherein said first branch and
said second branch are parallel to each other and inclined
away from said post at an upward angle relative to horizontal.

10. The roasting rack of claim 1 wherein said saddle and
said second branch extend horizontally past the ends of said 25
legs.



